
Plan View

Broilers Turkeys

Tack Room

Layers

24 ft. 24 ft. 

10 ft.

10 ft.

20 ft.

roll-up 
door 

Nipple Systems for Broiler 
and Layer flocks' coops can 
be hooked up to T-adapter 

from within each coop.

Bell Drinkers for 
Turkey Flock can 
be hooked up to 

T-adapter

90 ft. (If 2x4" plates are included on each side)

32 ft. 

Full concrete pad 
3 1/2"  w/mesh    

10ga

Swine Barn

Pond Side
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3/4" Water Line
3/4" x 1/2" x 1/2" Tee

Typ 3 locations

T-Adapters (hose 
faucet) into each 

flock's coop. (comes 
up at 90 degrees)

2-0" A.F.F. 
Vac Breaker
Hose bibs

typ 6 locations



East Elevation View

Swine Barn
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Solid Wall
12 ft forward from 
barns back wall

3ft.

Wench to 
roll-up/crank 

curtain

Solid wood 
panels

(plywood)
Marine Grade 

plywood Typ all 
locations

1-2 ft. 

Wood framing 
between roofing 
and wiring for 
screening to 

attach to. 

U U U

U =   U-anchors to latch down 
ventilation curtain

Mesh Wiring, Screening, 
ventilation shade cloth curtain

Mesh Wiring, Screening, ventilation shade cloth 
curtain

Mesh Wiring, Screening, 
ventilation shade cloth curtain

Electrical 
line 

Lights

LIghts: 48" 2 Lamp lED Shop 
lights

120v 4,000 lumens. 3 Per row. 
Switchs located by walk-in door 

4'-0" A.F.F.

120v outlet 
w/weatherproof 

single outlet 
cover. 

Receptacle 
protector typ 

2

Add 1 
Electrical 

Plug per pen

Electrical 
panel 100 
amp. 20 amp 
breakers. 
NEMA 3R
1. Lighting
2. Outlets
3-5. Exhaust 
fans
panel 4'-0 
"A.F.F

P.O.C. Electrical

Pitch 3/12
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Side 
Elevations

Insulated Roofing Insulated Roofing

Solid marine plywood side wall

Slight overhang 
off roof North Elevation South Elevation

20 ft. 20 ft.

Supply/Feed Room

10 ft. 10 ft.

7ft 

Metal roof

Fiberglass Batt 
Insu. 3 1/2" R-15 

Attached to Joists. 
22ga wire mesh 
attached to joists 

to secure 
insulation

12'9"



Foundation

Dirt (ground) Flooring Dirt (ground) Flooring

Concrete Flooring 
Underneath. 

Reinforced Wire Mesh

Dirt (ground) Flooring

Swine Barn

Pond Side

Foundation 6" x 6" 

Perforated Drainage pipe
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2% slope away from barn

2% slope away from barn

Is the foundation above 
or below grade? Needs 
clarification for pipe to 

pass through.

P.O.C. Electrical

P.O.C. Water



West Elevation View
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Turkeys
Broilers

Layers

8 
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Fans installed 5 ft up 
and 1.5 ft. from roof
(see attached spec 

sheet)

Locate Line voltage 
stat by light switch
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.2

5 
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 3
.2

5 
ft.

approx. 2 ft. of 
overhang on all
sides of barn

4 x4 Framing 

3'-0" x 7'-0" solid 
core doors (wood) 

Typ 3
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12'9"

Roof Type - 26 Gauge Hi/Lo 
Rib



Studs

King Stud

Double Top Plate

Window 
Rough Opening

Lap Double Top 
Pate min. 4'
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Bottom Plate

Bottom 
Cripples
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Trimmer

Subfloor

Door Rough
Opening

Framing

Header

Trimmer

King Stud

Sill
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